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30 Series Rotary Union/Rotary Joint

Senring 30 series rotary union is specially designed for applications which requires to transmit pneumatic(vacuum,
air,gas...), hydraulic(oil, water,cold liquid...) , power and signals (Ethernet, USB, HD, encoder , control signals...) at the
meantime when devices 360° rotating.

Main Features

Transmit Pnuematic/Hydraulic,such as steam,compressed air,water,hot
oil,hydraulic oil,vacuum,liquid, vitriol,drinks...etc;

Support transmit mixed power and signals,such as USB,HDMI, 1000M
ethernet, VGA, DVI, RF ,servo motor signal,industrial bus slip rings...etc;

1~24 Pneumatic&Flow passage +1~300 power/signal channel optional;

Standard ports G1/8",G3/8",M5,G1/4",G1/2" optiona
e Support vavious pipes of 4mm,6mm,8m,10mm,12mm,15mm,etc

e We can quickly modify our standard rotary unions to fit your needs

Photos of Some Products




Part No. Description

30:Senring 30 series
Rotary Unions

30 Passages(Gas/Flow) Port Size - Power Circuits - Signal Circuits

For example:

01:1 Passage, 02:2 Passage
04:4 Passage, 06:6 Passage
08:8 Passage, 12:12 Passage
16:16 Passage, 24:24 Passage

Examples

For example:
06S:6 circuits signal@2A
12S:12 circuits signal@2A

For example:

0610:6 circuits@10A 1230:12 circuits@30A

For example:

004 4mm Pipe(M5),006 6mm Pipe(G1/8")
008 8mm Pipe(G1/4"),010 10mm Pipe(G1/4")
012 12mm Pipe(G3/8"),015 15mm Pipe(G1/2*")

3004006 : 4 gas/flow passage rotary union,port G1/8",pipe size 6~8mm

3002006-24S : 2 passage(gas/flow,G1/8" port, support 6~8mm pipe)+24 circuits electrical(0~2A power/signal)

3001008-1205 : one passage (gas/flow,G1/4" port,support 8~10mm pipe), 12 circuits electrical(0~5A)

Model List

one passage(1 in 1 out,1 in 8 out option)rotary union Model Lists

Model List Passages(Gas/Flow) Port Size Pipe Size Circuits (power/signal)
3001004-X3A X4S 1 M5 4~6mm
3001008-X3A X4S 1 G1/4" 8~10mm
3001015-X3A X4S 1 G1/2" 12~15mm 2~96 circuits optional
3801015-X3A X45S 1in 8 out 8:8?(; 1/ fs)) ; ;”53(22:))

Pneumatic,Hydraulic-Electrical Rotary Unions/Rotary Joints (M5 port) Model Lists

Model List Passages(Gas/Flow) Port Size Pipe Size Circuits (power/signal)
3002004 2Passages M5 4mm
3004004 4Passages M5 4mm
3008004 8Passages M5 4mm
2~72 circuits optional
3012004 12Passages M5 4mm
3016004 16Passages M5 4mm
3024004 24Passages M5 4mm

Pneumatic,Hydraulic-Electrical Rotary Unions/Rotary Joints (G1/8" port) Model Lists

Model List Passages(Gas/Flow) Port Size Pipe Size Circuits (power/signal)

3002006 2Passages G1/8" 6~8mm

3302006 2Passages(hode size:30mm) G1/8" 6~8mm

3004006 4Passages G1/8" 6~8mm o )
2~72 circuits optional

3006006 6Passages G1/8" 6~8mm

3008006 8Passages G1/8" 6~8mm

3012006 12Passages G1/8" 6~8mm

W
o
N
()
e
D
n
P
@)
~—
Q
-
<
C
=)
@)
>
S
P
@)
—
Q
-
<
—
S,
>
~—



Pneumatic,Hydraulic-Electrical Rotary Unions/Rotary Joints (G3/8" port) Model Lists

Model List Passages(Gas/Flow) Port Size Pipe Size Circuits (power/signal)
3002012 2Passages G3/8" 10~12mm
3004012 4Passages G3/8 10~12mm 2~72 circuits optional
3008012 8Passages G3/8" 10~12mm
3012012 12Passages G3/8" 10~12mm

Installation

Multiple mounting screw holes available on both rotor and stator side, customer can install according needs.

w

Pneumatic,hydraulic-Electrical rotary ~ Pneumatic,hydraulic-Electrical rotary
joints Installation(Without flange) joints Installation((Flange)

Color Code of Lead Wire

Rotary Union Installation

ring # 1 2 3 4 5 6 7 8 9 10 11 12
color | BIK | BRN | RED | ORG | YEL | GRN | BLU | PUR | GRY | WHT | PINK |LGTBLU
ring # 13 14 15 16 17 18 19 20 21 22 23 24
color | WHT/BLK [WHT/BRN |WHT/RED |WHT/ORG | WHT/YEL |WHT/GRN |WHT/BLU | WHT/PUR |WHT/GRY | BLK/RED | BLK/BRN [Transparent
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3001008 Series 1-Passages Rotary Unions
1 Passage(G1/4" port,8~10mm pipes)+Electrical(Power/Signal)
support G1/2" port for 12~15mm pipes,can transfer various mediums including compressed

air,steam,vacuum,negative pressure,positive pressure,cooling water, hot oil,etc when 360° rotating , it also can combine
to transmit electrical power and signal.
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Part No. Description =
3001008 - Power Circuits - Signal Circuits ‘D
1 Passage Rotary Unions U)
G1/4" port ,8~10mm pipes
For example:
For example: 06S:6 circuits signal@2A
0610:6 circuits@10A  1230:12 circuits@30A 12S:12 circuits signal@2A
9
BN | BT o o
Rotor | Stator LR (ATET) [ 6 n
_ Anti-rotation Tab ‘ D
34. RN
= N \ : .
EFHE T EF it D
Rotor wire / Stator Wire <5 n
| ©
E: - 5] _— x
3 g - O
© L —t
Q
— 8 —
- [ ] <
G1/4"feseiesk (-
5 1 G1/4"Rotary Joint S
11 L P
®)
)
SN
Standard Model List A
O
—t
Circuits ] - 2
At FERREEES Power(10A) Signal(0~5A) S i) <
3001008-025 1 0 2 27 5
3001008-0210 1 2 0 27 3
3001008-03S 1 0 3 30 —t
3001008-0310 1 3 0 30
3001008-06 1 0 6 38
3001008-0210-04S 1 2 4 38
3001008-0410-02S 1 4 2 38
3001008-0610 1 6 0 38
3001008-12S 1 0 12 55
3001008-0210-10S 1 2 10 55
3001008-0310-09S 1 3 9 55
3001008-0610-06S 1 6 6 55
3001008-0810-04S 1 8 4 55
3001008-1010-02S 1 10 2 55
3001008-1210 1 12 0 55
3001008-18S 1 0 18 71.5
3001008-0210-16S 1 2 16 71.5




w
o
3 Model Passages Power(10A) Cireuts Signal(0~5A) Length L(mm)
o 3001008-0410-14S 1 4 14 71.5
c 3001008-0610-12S 1 6 12 71.5
m 3001008-0810-10S 1 8 10 71.5
m 3001008-1010-08S 1 10 8 71.5
m 3001008-1210-06S 1 12 6 71.5
:- 3001008-1410-04S 1 14 4 71.5
m 3001008-1610-02S 1 16 2 71.5
(/)] 3001008-245 1 0 24 88.5
3001008-0410-20S 1 4 20 88.5
3001008-0610-18S 1 6 18 88.5
3001008-1210-12S 1 12 12 88.5
3001008-1810-06S 1 18 6 88.5
UOU 3001008-2410 1 24 0 88.5
W 3001008-30S 1 0 30 105
D 3001008-0210-28S 1 2 28 104
. 3001008-0410-26S 1 4 26 104
8 3001008-0610-24S 1 6 24 104
p) 3001008-36S 1 0 36 122
(@) 3001008-0410-32S 1 4 32 122
E)" 3001008-0610-30S 1 6 30 122
=S 3001008-42S 1 0 42 139
< 3001008-0410-38S 1 4 38 140
C 3001008-48S 1 0 48 156
2. 3001008-56S 1 0 48 178
o 3001008-72S 1 0 48 223
)
SN
g Technical Specification
—t
Q ; o
—_ Rotary Union Specification
E Passages 1 Passage(Gas/Flow) Max. Pressure 10Mpa, Vacuum -1.5kPa
(@) Pipe size 8mm Pipe(G1/4") torque <0.2N.m
5' Mechanicall parameters Electrical parameters
- Spec. Data Data
Spec.
o 20millions for ref Power Signal
Working Life
(depends on working conditions) | Voltage Range 0~440VAC/VDC 0~440VAC/VDC
Max. Speed 250RPM continously, Insulation Resistance| <500M(Q/300VDC | <500MQ/300VDC
1000RPM intermittently . AWG 17# Silver- AWG22# Silver-
Lead Wire Spec.
Working Temp. | -30°C~80°C plated teflon wire | plated teflon wire
Work Humidity | 0~85% RH Lead Wire Length standard 200mm(can be customized)
Contact Material | precious metal Insulation Resistance | 500VAC@50Hz,6s
Housing Material | aluminum alloy Electrical Noise <0.01Q
IP Grade IP51
Color Code of Lead Wire
ring # 1 2 3 4 5 6 7 8 9 10 11 12

color | BLK BRN RED ORG YEL GRN BLU PUR GRY | WHT | PINK |LGT BLU




3001012 Series 1-Passages Rotary Unions ~

1 Passage(G3/8" port,10~12mm pipes)+Electrical(Power/Signal)

support G1/2" port for 12~15mm pipes,can transfer various mediums including compressed air,steam,

i |

vacuum,negative pressure,positive pressure,cooling water,hot oil,etc when 360° rotating , it also can combine to

transmit electrical power and signal.

Part No. Description

3001012 - Power Circuits - Signal Circuits

1 Passage Rotary Unions
G3/8" port ,10~12mm pipes

For example:
0610:6 circuits@10A 1230:12 circuits@30A

For example:

06S:6 circuits signal@2A
12S:12 circuits signal@2A
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Standard Model List
Circuits
Model Passages Power(10A) Signal(0~5A) Length L(mm)

3001012-02S 1 0 2 32
3001012-0210 1 2 0 32
3001012-03S 1 0 3 36
3001012-0310 1 3 0 36
3001012-06S 1 0 6 48
3001012-0210-04S 1 2 4 48
3001012-0410-02S 1 4 2 48
3001012-0610 1 6 0 48
3001012-12S 1 0 12 72
3001012-0210-10S 1 2 10 72
3001012-0310-09S 1 3 9 72
3001012-0610-06S 1 6 6 72
3001012-0810-04S 1 8 4 72
3001012-1010-02S 1 10 2 72
3001012-1210 1 12 0 72
3001012-18S 1 0 18 96
3001012-0210-16S 1 2 16 96
3001012-0410-14S 1 4 14 96
3001012-0610-12S 1 6 12 96
3001012-0810-10S 1 8 10 96
3001012-1010-08S 1 10 8 96
3001012-1210-06S 1 12 6 96
3001012-1410-04S 1 14 4 96
3001012-1610-02S 1 16 2 96
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o
3 Model Passages Power(10A) Cireuts Signal(0~5A) Length L(mm)
o 3001012-24S 1 0 24 120
— 3001012-0410-20S 1 4 20 120
N 3001012-0610-18S 1 6 18 120
m 3001012-1210-12S 1 12 12 120
m 3001012-1810-06S 1 18 6 120
- 3001012-2410 1 24 0 120
— 3001012-30S 1 0 30 144
m 3001012-0610-24S 1 6 24 144
m 3001012-1210-18S 1 12 18 144
3001012-1810-12S 1 18 12 144
3001012-2410-06S 1 24 6 144
3001012-3010 1 30 0 144
w 3001012-36S 1 0 36 168
o 3001012-0610-30S 1 6 30 168
@) 3001012-1210-24S 1 12 24 168
D 3001012-3610 1 36 0 168
=. 3001012-425 1 0 42 192
g 3001012-0610-36S 1 6 36 192
po) 3001012-1210-30S 1 12 30 192
(@) 3001012-48S 1 0 48 216
&" 3001012-0610-42S 1 6 42 216
- 3001012-1010-38S 1 10 38 216
< 3001012-1210-36S 1 12 36 216
C 3001012-1810-305 1 18 30 216
2. 3001012-2410-24S 1 24 24 216
@) 3001012-60S 1 0 60 264
) 3001012-0610-54S 1 6 54 264
; 3001012-1010-50S 1 10 50 264
(@) 3001012-72S 1 0 72 312
8 3001012-96S 1 0 96 408
—
< Technical Specification
—
_C_) X Rotary Union Specification
':_5'_ Passages 1 Passage(Gas/Flow) Max. Pressure 10Mpa, Vacuum -1.5kPa
Pipe size 12mm Pipe(G3/8") torque <0.2N.m
Mechanicall parameters Electrical parameters
Spec. Data Spec. Data
, , 20millions for ref Power Signal
Working Life
(depends on working conditions) | Voltage Range 0~440VAC/NDC 0~440VAC/NDC
Max. Speed 250RPM continously, Insulation Resistance | <500MQ/300VDC | <500MQ2/300VDC
1000RPM intermittently ) AWG17# Silver- AWG22# Silver-
Lead Wire Spec.
Working Temp. | -30°C~80°C plated teflon wire | plated teflon wire
Work Humidity | 0~85% RH Lead Wire Length standard 200mm(can be customized)
Contact Material | precious metal Insulation Resistance | 500VAC@50Hz, 65
Housing Material | aluminum alloy Electrical Noise <0.01Q
IP Grade IP51
Color Code of Lead Wire
ring # 1 2 3 4 5 6 7 8 9 10 11 12

color | BLK BRN RED ORG YEL GRN BLU PUR GRY | WHT | PINK |LGT BLU




3001004 Series 1-Passages Rotary Unions

1 passage(M5 port,4mm pipes)+Electrical(Power/Signal)

support M5 port for 4mm pipes,can transfer various mediums including compressed air,steam,

vacuum,negative pressure,positive pressure,cooling water,hot oil,etc when 360° rotating , it also can combine to
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transmit electrical power and signal.

Part No. Description

3001004 - Power Circuits - Signal Circuits

SoLId

1 Passage Rotary Unions
M5 port ,4mm pipes
For example:
For example: 06S:6 circuits signal@2A
0610:6 circuits@10A  1230:12 circuits@30A 12S:12 circuits signal@2A
: I si nti-Rotation Tal 12
239.2 B "M] o
Rotorwilre m
% | 00
04 9 )
© -
ol _ 7”1‘ | (1) N m m —
- © ?
|| n
00
| ] >
3 L 36 MS5 Rotary Joint 9|-
44 Q
<
Standard Model List
-
" Circuits ) - >
Mode Passages Power(10A) Signal(0~5A) ength L(mm) o
3001004-06S 1 0 6 36 >
3001004-08S 1 0 8 36 ;\U
3001004-0610 1 6 0 36 ()
3001004-12S 1 0 12 36 S)"
et
Technical Specification <
—
Rotary Union Specification o
Passages 1 Passage(Gas/Flow) Max. Pressure 10Mpa, Vacuum -1.5kPa 2_
Pipe size 4mm Pipe(M5) torque <0.2N.m
Mechanicall parameters Electrical parameters
Spec. Data Data
Spec.
o 10millions for ref Power Signal
Working Life ) -
(depends on working conditions) | Voltage Range 0~440VAC/NVDC 0~440VAC/NDC
Max. Speed 250RPM continously, Insulation Resistance| <500M(Q/300VDC | <500MQ/300VDC
1000RPM intermittently . AWG17# Silver- AWG22# Silver-
Lead Wire Spec. .
Working Temp. | -30°C~80°C plated teflon wire | plated teflon wire
Work Humidity | 0~85% RH Lead Wire Length standard 200mm(can be customized)
Contact Material | precious metal Insulation Resistance| 500VAC@50Hz,6s
Housing Material | aluminum alloy Electrical Noise <0.01Q
IP Grade IP51
Color Code of Lead Wire
ring # 1 2 3 4 5 6 7 8 9 10 11 12

color | BLK BRN RED ORG YEL GRN BLU PUR GRY | WHT | PINK |LGT BLU
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3801015 Series 1 In 8 Out Rotary Union

1 In 8 Out,support 1 inlet G1/2 for 15mm pipe and 8 outlet G1/8 for 8mm pipe

support 1 inlet G1/2 for 15mm pipe and 8 outlet G1/8 for 8mm pipes,can transfer various mediums including

compressedair,steam,vacuum, negative pressure,positive pressure,cooling water,hot oil,etc when 360° rotating , it also
can combine to transmit electrical power and signal.

Part No. Description

1 Passage Rotary Unions

1 In 8 Out Rotary Union

1 Inlet (15mm Pipe,G 1/2" Port)
8 Outlet (8mm Pipe,G1/8" Port)

3801015 - Power Circuits - Signal Circuits

For example:
06S:6 circuits signal@2A
12S:12 circuits signal@2A

For example:

0610:6 circuits@10A

1230:12 circuits@30A

BFH | EFA
Rotor Side | Stator Side 30
M 8-G1/8" | 4-M6DP12
Air out let
[N oLl <>:
|| 2-M6 DP 8 ﬁm\ \ g
WTW = I~ 7
NN ®) Ny
/ o)
ozl orhe
1o 2-M4
5 [ 32 DP 12
59
73
Standard Model List
Model Passages(Gas/Flow) Port Size Pipe Size
1 Inlet (G 1/2" Port) 1 Inlet (15mm Pipe)
3801015 11n8Out 8 Outlet (G1/8" Port) 8 Outlet (Bmm Pipe)

3801015-X4S 1 Passage(Inlet 15mm,Outlet 8mm)
+2~96 circuits electrical signal@2A (Suitable for Solenoid valve or Sensor switch Signals)

®F0 | BFD
4-6.5 EQS Rotor Side | Stator Side -
_ a-Gl/8" 4-M3DP 8 .2
Air outlet
®FHE [ %
Rotor Wire (4
< ) Y
_ L]
G1/2" ==
Airinlet ||
10| BT
5 H 32 Rotor Wire
59 L
73
Standard Model List
Circuits
Model Passages Power(10A) Signal(0~5A) Length L(mm)
3801015-02S 11n 8 Out 0 2 32
3801015-0210 11n 8 Out 2 0 32
3801015-03S 11n 8 Out 0 3 36
3801015-0310 11n 8 Out 3 0 36
3801015-06S 11n 8 Out 0 6 48
3801015-0210-04S 11n 8 Out 2 4 48
3801015-0410-02S 11n 8 Out 4 2 48
3801015-0610 11n 8 Out 6 0 48
3801015-12S 11n 8 Out 0 12 72
3801015-0210-10S 11n 8 Out 2 10 72
3801015-0310-09S 11n 8 Out 3 9 72




Model Passages Power(10A) Sl Signal(0~5A) Length L(mm)
3801015-0610-06S 11n 8 Out 6 6 72
3801015-0810-04S 11In 8 Out 8 4 72
3801015-1010-02S 11n 8 Out 10 2 72
3801015-1210-12S 11In 8 Out 12 12 120
3801015-1810-06S 11In 8 Out 18 6 120
3801015-2410 11n 8 Out 24 0 120
3801015-30S 11n 8 Out 0 30 144
3801015-0610-24S 11n 8 Out 6 24 144
3801015-1210-18S 11n 8 Out 12 18 144
3801015-1810-12S 11n 8 Out 18 12 144
3801015-2410-06S 11n 8 Out 24 6 144
3801015-3010 11n 8 Out 30 0 144
3801015-36S 11n 8 Out 0 36 168
3801015-0610-30S 1In 8 Out 6 30 168
3801015-1210-24S 11In 8 Out 12 24 168
3801015-3610 11n 8 Out 36 0 168
3801015-42S 11n 8 Out 0 42 192
3801015-1210 11n 8 Out 12 0 72
3801015-18S 11n 8 Out 0 18 96
3801015-0210-16S 11n 8 Out 2 16 96
3801015-0410-14S 11In 8 Out 4 14 96
3801015-0610-12S 11n 8 Out 6 12 96
3801015-0810-10S 11n 8 Out 8 10 96
3801015-1010-08S 11n 8 Out 10 8 96
3801015-1210-06S 1In 8 Out 12 6 96
3801015-1410-04S 11n 8 Out 14 4 96
3801015-1610-02S 11n 8 Out 16 2 96
3801015-24S 11n 8 Out 0 24 120
3801015-0410-20S 11n 8 Out 4 20 120
3801015-0610-18S 11n 8 Out 6 18 120
3801015-0610-36S 11n 8 Out 6 36 192
3801015-1210-30S 11n 8 Out 12 30 192
3801015-48S 11n 8 Out 0 48 216
3801015-0610-42S 11n 8 Out 6 42 216
3801015-1010-38S 11n 8 Out 10 38 216
3801015-1210-36S 11n 8 Out 12 36 216
3801015-1810-30S 11n 8 Out 18 30 216
3801015-2410-24S 11n 8 Out 24 24 216
3801015-60S 11n 8 Out 0 60 264
3801015-0610-54S 11n 8 Out 6 54 264
3801015-1010-50S 11n 8 Out 10 50 264
3801015-72S 11n 8 Out 0 72 312
3801015-96S 11n 8 Out 0 96 408

Technical Specification

Rotary Union Specification

Passages 11n 8 Out Max. Operating Pressure| Positive Pressure 10Mpa, Vacuum -1.5kPa
o 1 Inlet (15mm Pipe,G 1/2" Port)
Pipe size 8 Outlet (8mm Pipe,G1/8" Port) torque <0.35N.m
Mechanicall parameters Electrical parameters
spec. data Data
20millions for ref(depend Spec. Power Signal
Working Life ) __ pends
on working conditions) Voltage Range 0~440VAC/NDC 0~440VAC/VDC
Max. Operating | 250RPM continously, Insulation Resistance | <500MQ)/300VDC | <500M(Q)/300VDC

Speed 1000RPM intermittently , AWG 17# Silver- AWG22# Silver-

. R o Lead Wire Spec. - i
Working Temp. | -30°C~80°C plated teflon wire | plated teflon wire
Work Humidity | 0~85% RH Lead Wire Length standard 250mm(can be customized)

Contact Material | precious metal

Insulation Resistance

500VAC@50Hz,6s

Housing Material| aluminum alloy

Electrical Noise

<0.01Q

IP Grade IP51

Color Code of Lead Wire

ring # 1 2 3 4 5 6 7 8 9 10 11 12
color | BLK | BRN | RED | ORG | YEL | GRN | BLU | PUR | GRY | WHT | PINK [LGTBLU
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3002004 Series 2 Passages Pnuematic/Hydraulic+Electric Rotary Unions

2 Passage(M5 port,4mm pipes)+Electrical(Power/Signal)

support M5 port for 4mm pipes,can transfer various mediums including compressed air,steam,
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vacuum,negative pressure,positive pressure,cooling water,hot oil,etc when 360° rotating , it also can

(0] transmit electrical power and signal.

- _

f_D. Part No. Description

m 3002004 - Signal Circuits For example:
2 Passage Rotary Unions 06S:6 circuits signal@2A
support 2 M5 port for 4mm pipes 125:12 circuits signal@2A

w 3002004 (Rotary Union Only) Drawing,2 Passage(4mm pipe)

o

n BT | BFH

(_‘2 Rotor Side | Stator Side 2-M5 2-M4 DP 10

— 26.5 Stator Port

D “6—’ 2-M4 DP 6

s M T

‘ T
g 2-M4 DP 10
o

5 i 0|3

—
= il I

C 2 13

S 2-M5 8

f— Rotor Port 35 =

(@) 50

-)

~ _

P Standard Model List

@)

—

2 Model Passages(Gas/Flow) Port Size Pipe Size
< 3002004 2 M5 4~6mm
—

O .

— 3002004-X4S 2 Passage(4mm pipe)+

2_ 6~36 circuits electrical signal@2A (Suitable for Solenoid valve or Sensor switch Signals)

®Fih | ®F4

Rotor Side | Stator Side 2-M5

26.5 Stator Port
32 . ‘<6—> 2-M4 DP 6 .
wruE O o e

I \ Rotor Wire | ‘ I 1 Hi H Stator Wire
b I
2-M4 DP 10 e
== e 8=
o
S8
Cre
1 i
, L 2[7] il
13 8
Rotor Port 35
50
56

56+L




Standard Model List
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Model Passages(Gas/Flow) Port Size Pipe Size Signal Circuits(2A) | Length L(mm)
3002004-06S 2 M5 4~6mm 6 14
3002004-12S 2 M5 4~6mm 12 21
3002004-24S 2 M5 4~6mm 24 35
3002004-36S 2 M5 4~6mm 36 52

SoLI9

Technical Specification

Rotary Union Specification
Passages 2 Passage(Gas/Flow) Max. Pressure 10Mpa, Vacuum -1.5kPa w
Pipe size 4mm Pipe(M5) torque <0.2N.m o
Mechanicall parameters Electrical parameters n
D
Spec. Data Data
> Spec. .
. ) 20millions for ref Power Signal M
Working Life ‘ N wn
(depends on working conditions) | Voltage Range 0~240VAC/DC 0~240VAC/VDC
Max. Speed 250RPM continously, Insulation Resistance| <500MQ/300VDC | <500MQ2/300VDC g
' intermi iver- | AWG26# Silver- +
1000RPM intermittently Lead Wire Spec. AWG26# Silver | Q
Working Temp. | -30°C~80°C plated teflon wire | plated teflon wire Q
Work Humidity | 0~85% RH Lead Wire Length standard 250mm(can be customized) -
Contact Material | precious metal Insulation Resistance| 500VAC@50Hz,6s )
Housing Material | aluminum alloy Electrical Noise <0.01Q 6
IP Grade IP51 >
S~
X
Color Code of Lead Wire 9|_
Q
ring # 1 2 3 4 5 6 7 8 9 10 11 12 <
color BLK BRN RED ORG YEL GRN BLU PUR GRY WHT PINK |LGT BLU -
®)
)
—
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3004004 Series 4 Passages Pnuematic/Hydraulic+Electric Rotary Unions

4 Passage(M5 port,4mm pipes)+Electrical(Power/Signal)

support M5 port for 4mm pipes,can transfer various mediums including compressed
air,steam,vacuum,negative pressure,positive pressure,cooling water,hot oil,etc when 360°

rotating , it also can combine to transmit electrical power and signal.

Part No. Description

3004004 - Signal Circuits

For example:
06S:6 circuits signal@2A
125:12 circuits signal@2A

4 Passage Rotary Unions
support 4 M5 port for 4mm pipes

3004004 (Rotary Union Only) Drawing,4 Passage(4mm pipe)

%78 | 'F
Rotor Side | Stator Side 4-M5 2-M4 DP 10
_26.5 17 Stator Port
Lﬁﬂ 1T 7T
I N gt
. [ [
2-M4 DP 6 L o
8O 013
i L
| 2 4]
4-M5 13 g
Rotor Port 35 17
67
Standard Model List
Model Passages(Gas/Flow) Port Size Pipe Size
3004004 4 M5 4~6mm

3004004-X4S 4 Passage(4mm pipe)

+6~36 circuits electrical signal@2A (Suitable for Solenoid valve or Sensor switch Signals)

¥ria | ' FA

Rotor Side | Stator Side 4-M5
~_26.5 17 Stator Port
g 6 ! TS
Rotor Wire il | ‘LJ 3 ‘LJ Stator Wire
. M M
S 2M4DP6
==9 O o NE—
K Il 20 afth
2_M4 DP 10 + 1L 1L 1L Il L
3 aMs 13 ;
Rotor Port 35 17
67
73

73+L




Standard Model List

w
(=
(=
H
(=
(=
»
2

Model Passages(Gas/Flow) Port Size Pipe Size Signal Circuits(2A) | Length L(mm)
3004004-06S 4 M5 4~6mm 6 14
3004004-12S 4 M5 4~6mm 12 21
3004004-24S 4 M5 4~6mm 24 35 CD
=5
3004004-36S 4 M5 4~6mm 36 52 6'
Technical Specification
Rotary Union Specification
Passages 4 Passage(Gas/Flow) Max. Pressure 10Mpa, Vacuum -1.5kPa
Pipe size 4mm Pipe(M5) torque <0.4N.m 8
Mechanicall parameters Electrical parameters w
Spec. Data Data ()
Spec. -
) ] 20millions for ref Power Signal -~
Working Life . - M
(depends on working conditions) | Voltage Range 0~240VAC/NDC 0~240VAC/DC n
Max. Speed 250RPM continously, Insulation Resistance| <500MQ/300VDC | <500MQ/300VDC g
1000RPM intermittently , AWG26# Silver- AWG26# Silver- —
Lead Wire Spec. . Q)
Working Temp. | -30°C~80°C plated teflon wire | plated teflon wire —
Work Humidity | 0~85% RH Lead Wire Length standard 250mm(can be customized) <
Contact Material | precious metal Insulation Resistance| 500VAC@50Hz,6s C
Housing Material | aluminum alloy Electrical Noise <0.01Q 2
IP Grade IP51 g
SN
Color Code of Lead Wire éU
—t
ring # 1 2 3 4 5 6 7 8 9 10 11 12 2
color | BLK | BRN | RED | ORG | YEL | GRN | BLU | PUR | GRY | WHT | PINK |LGTBLU <
—
®)
>
—
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3008004 Series 8 Passages Pnuematic/Hydraulic+Electric Rotary Unions
8 Passage(M5 port,4mm pipes)+Electrical(Power/Signal)

support M5 port for 4mm pipes,can transfer various mediums including compressed
air,steam,vacuum,negative pressure,positive pressure,cooling water,hot oil,etc when 360° rotating , it
also can combine to transmit electrical power and signal.

Part No. Description
3008004 - Signal Circuits

For example:
8 Passage Rotary Unions 06S:6 circuits signal@2A
support 8 M5 port for 4mm pipes 125:12 circuits signal@2A
3008004 (Rotary Union Only) Drawing,8 Passage(4mm pipe)
BFH | EFB
Rotor Side | Stator Side _
8-M5 2-M4 DP 10
. 26.5 51 | Stator Port
6 17 ‘ \
‘ T T T T
1L 3 5 7
D S A s S s S
2-M4 DP 6 - o
LiRe) o3
Ll L L Ll
| T T s B 1 M o1
13 17 | o
Rotor Port 35 51 B
101
Standard Model List
Model Passages(Gas/Flow) Port Size Pipe Size
3008004 8 M5 4~6mm

3008004-X4S 8 Passage(4mm pipe)

+6~36 circuits electrical signal@2A (Suitable for Solenoid valve or Sensor switch Signals)

B8 | & FL
Rotor Side | Stator Side
8-M5
. 26.5 51 . /Stator Port
. 6, 17 \ o :
Eg?ﬂjé& ! ] ™ T T T T N | ZE?H:II%
Rotor Wire 10 304 501 7 1] Stator Wire
<D I I i ™
g 2-M4DP6
== 0 & N——
|
I I I I
N e A I It N )
2-M4DP10/ 5 \ 8-M5 13 17 8
Rotor Port 35 51 |
101
107
107+L




Standard Model List
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Model Passages(Gas/Flow) Port Size Pipe Size Signal Circuits(2A) | Length L(mm)
3008004-06S 8 M5 4~6mm 6 14
3008004-12S 8 M5 4~6mm 12 21
3008004-24S 8 M5 4~6mm 24 35 2
3008004-365 8 M5 4~6mm 36 52 C_D.
»

Technical Specification

Rotary Union Specification

Passages 8 Passage(Gas/Flow) Max. Pressure 10Mpa, Vacuum -1.5kPa 00
Pipe size 4mm Pipe(M5) torque <08N.m ©
Mechanicall parameters Electrical parameters %
Spec. Data Data -,

Spec. [}

, ) 20millions for ref Power Signal wn

Working Life _ N

(depends on working conditions) | Voltage Range 0~240VAC/NDC 0~240VAC/NDC P,

250RPM continously, Insulation Resistance| <500MQ/300VDC | <500MQ/300VDC @)

Max. Speed _ —~
1000RPM intermittently . AWG26# Silver- AWG26# Silver- Q

Lead Wire Spec. _ -

Working Temp. | -30°C~80°C plated teflon wire | plated teflon wire <
Work Humidity | 0~85% RH Lead Wire Length standard 250mm(can be customized) C
Contact Material | precious metal Insulation Resistance| 500VAC@50Hz,6s 2
Housing Material | aluminum alloy Electrical Noise <0.01Q O
IP Grade IP51 i
P

. O

Color Code of Lead Wire &
—

ring # 1 2 3 4 5 6 7 8 9 10 11 12 <
color BLK BRN RED ORG YEL GRN BLU PUR GRY WHT PINK |LGT BLU 6
>

—
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3012004 Series 12 PassagesPnuematic/Hydraulic+Electric Rotary Unions

12 Passage(M5 port,4mm pipes)+Electrical(Power/Signal)

support M5 port for 4mm pipes,can transfer various mediums including compressed

air,steam,vacuum,negative pressure,positive pressure,cooling water,hot oil,etc when 360° rotating , it also

can combine to transmit electrical power and signal.

Part No. Description

12 Passage Rotary Unions

support 12 M5 port for 4mm pipes

3012004 - Signal Circuits

L&,

For example:
06S:6 circuits signal@2A
12S:12 circuits signal@2A

3012004 (Rotary Union Only) Drawing, 12 Passage(4mm pipe)

BT | BFH
Rotor Side | Stator Side 12-M5 2-M4 DP 10
17 8 i Stator Port 2-M3DP 8
1 31 5 7 L 9 11
I M M \ N I
2-M4 DP 6 o
b Al el sl w0l 12
/S B S 5 S 51 I B N i
17| Ll
Rotor Port 35 85 |
138
Standard Model List
Model Passages(Gas/Flow) Port Size Pipe Size
3012004 12 M5 4~6mm

3012004-X43012 passages (4mm pipe)

+6~36 circuits electrical signal@2A ( Suitable for Solenoid valve or Sensor switch Signals)

6-M4DP 10/

Rotor Port

BN | € F8
Rotor Side | Stator Side
12-M5
_ 26.5 85 |
‘ 5 17 ‘ | | | ‘ Stator Port
B ! ! ! ! r B EFHHL
Rotor Wire @ ! M } w > w ’ w ? “T‘—J n w Stator Wire
)
g 2-M4 DP 6 .
= Al A N =
S Y| Y PN ——
<D
ZHJ“ 4\%“ GH‘H SHH I IOH‘H 12#‘#
| | | | | =
13 | 17 ‘ 8
35 85 | =
138
143
143+L




Standard Model List
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Model Passages(Gas/Flow) Port Size Pipe Size Signal Circuits(2A) Length L(mm)
3012004-06S 12 M5 4~6mm 6 14
3012004-12S 12 M5 4~6mm 12 21
3012004-24S 12 M5 4~6mm 24 35 CD
3012004-36S 12 M5 4~6mm 36 52 g-
»

Technical Specification

Rotary Union Specification
Passages 12 Passage(Gas/Flow) Max. Pressure 1Mpa, Vacuum -1.5kPa w
Pipe size 4mm Pipe(M5) torque <1.2N.m o
Mechanicall parameters Electrical parameters n
()
Spec. Data Data
> Spec. .
. ) 20millions for ref Power Signal M
Working Life ‘ N wn
(depends on working conditions) | Voltage Range 0~240VAC/DC 0~240VAC/VDC
Max. Speed 250RPM continously, Insulation Resistance| <500MQ/300VDC | <500MQ2/300VDC g
' i i iver- | AWG26# Silver- t
1000RPM intermittently Lead Wire Spec. AWG26# Silver | Q
Working Temp. | -30°C~80°C plated teflon wire | plated teflon wire Q
Work Humidity | 0~85% RH Lead Wire Length standard 250mm(can be customized) C
Contact Material | precious metal Insulation Resistance| 500VAC@50Hz,6s -
Housing Material | aluminum alloy Electrical Noise <0.01Q 6
IP Grade IP51 >
SN
P
Color Code of Lead Wire 9|_
Q
: =
ring # 1 2 B 4 5 6 7 8 9 10 11 12 <
color BLK BRN RED ORG YEL GRN BLU PUR GRY WHT PINK |LGT BLU -
®)
>
—



3016004 Series 16 Passages Pnuematic/Hydraulic+Electric Rotary Unions

16 Passage(M5 port,4mm pipes)+Electrical(Power/Signal)

W
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N
(7]

support M5 port for 4mm pipes,can transfer various mediums including compressed

air,steam,vacuum,negative pressure,positive pressure,cooling water,hot oil,etc when 360°

rotating , it also can combine to transmit electrical power and signal.

SoLId

Part No. Description

3016004 - Signal Circuits

For example:
16 Passage Rotary Unions 06S:6 circuits signal@2A
support 16 M5 port for 4mm pipes 125:12 circuits signal@2A

3016004 (Rotary Union Only) Drawing, 16 Passage(4mm pipe)

BFin

Rotor Side

e DA
ST
—o
e
o
[TT]

EFN
Stator Side ~ 2-M4 DP 10

2-M3 DP 8

948

1
2

u

o

Rotor Port

Standard Model List

Model Passages(Gas/Flow) Port Size Pipe Size

3016004 16 M5 4~6mm

wuiof Aieyoy/uoiun Aiejoy ssuss Q¢

3016004-X4S 16 Passage(4mm pipe)
+6~36 circuits electrical signal@2A (Suitable for Solenoid valve or Sensor switch Signals)

BN | BFL
Rotor Side | Stator Side
119 16-M5
16
w7HE = i - ETHs
Rotor Wire 1 Stator Wire
hid o0
4 B
8
= A o J—
= - o =
— @
<
1
DD][ <= ||
15
Rotor Port Yy




Standard Model List
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Model Passages(Gas/Flow) Port Size Pipe Size Signal Circuits(2A) Length L(mm)
3016004-06S 16 M5 4~6mm 6 14
3016004-12S 16 M5 4~6mm 12 21
3016004-24S 16 M5 4~6mm 24 35 2
3016004-365 16 M5 4~6mm 36 52 6'
Technical Specification
Rotary Union Specification
Passages 16 Passage Max. Pressure 1Mpa, Vacuum -1.5kPa w
Pipe size 4mm Pipe(M5) torque <1.6N.m o
Mechanicall parameters Electrical parameters %
Spec. Data Data -
Spec. —
o 20millions for ref Power Signal @
Working Life . N 0
(depends on working conditions) | Voltage Range 0~240VAC/NDC 0~240VAC/NDC p.o)
250RPM continously, Insulation Resistance| <500MQ/300VDC | <500MQ/300VDC (@)
Max. Speed _ —
1000RPM intermittently . AWG26# Silver- AWG26# Silver- Q)
Lead Wire Spec. _ —
Working Temp. | -30°C~80°C plated teflon wire | plated teflon wire <
Work Humidity | 0~85% RH Lead Wire Length | standard 250mm(can be customized) -
Contact Material | precious metal Insulation Resistance | S00VAC@50Hz,6s )
Housing Material | aluminum alloy Electrical Noise <0.01Q (@)
)
IP Grade IP51 <
X
: @)
Color Code of Lead Wire —+
Q
-
ring # 1 2 3 4 5 6 7 8 9 10 11 12 <
color BLK BRN RED ORG YEL GRN BLU PUR GRY | WHT PINK |LGT BLU 6
)
—
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3024004 Series 24 Passages Pnuematic/Hydraulic+Electric Rotary Unions

24 Passage(M5 port,4mm pipes)+Electrical(Power/Signal)

support M5 port for 4mm pipes,can transfer various mediums including compressed

air,steam,vacuum,negative pressure,positive pressure,cooling water,hot oil,etc when 360°

rotating , it also can combine to transmit electrical power and signal.

Part No. Description

24 Passage Rotary Unions

support 24 M5 port for 4mm pipes

3024004 - Signal Circuits

EFiD
Rotor Side

EFN
Stator Side

For example:
06S:6 circuits signal@2A
125:12 circuits signal@2A

3024004 (Rotary Union Only) Drawing,24 Passage(4mm pipe)

| 24-M5

S

o
S|

2-M4 DP 6|

\
1
B3| 13 15 17

21

2-M4 DP 6

2-M4 DP 10
‘ ‘Air inlet

23

o1

15

[[o[[o[]o] ol &

N

42Jﬁaeﬂeﬂ [ TolToll”

20 m zz_m_ 24

16

85

Standard Model List

Model

Passages(Gas/Flow)

Port Size

Pipe Size

3024004

24

M5

4~6mm

3024004-X4S 24 Passage(4mm pipe)
+6~36 circuits electrical signal@2A(Suitable for Solenoid valve or Sensor switch Signals)

BFiN | BFiL
Rotor Side | Stator Side
335
EEIG 13 85 24-M5
=) ‘Air inlet
= 7
o - .
h3 15 17 w21 23 TEF I
e : § Stator Wire'
@
o 2-M4DPG 3 2-M4DP6 _ ,
ST o & IS
SO Q ) =~
=
ég 14 16 18 20 2 24
<] 2 B R 1 I I 1 jL 17|
BT n
N 17| ‘ 8| 16 85 L8
17 85
139
258
264
264+L




Standard Model List
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Model Passages(Gas/Flow) Port Size Pipe Size Signal Circuits(2A) Length L(mm)
3024004-06S 24 M5 4~6mm 6 14
3024004-12S 24 M5 4~6mm 12 21
3024004-24S 24 M5 4~6mm 24 35 ‘2
3024004-36S 24 M5 4~6mm 36 52 6'
Technical Specification
Rotary Union Specification
Passages 24 Passage Max. Pressure 1Mpa, Vacuum -1.5kPa w
Pipe size 4mm Pipe(M5) torque <2.4AN.m o
Mechanicall parameters Electrical parameters N
()
Spec. Data Data
B Spec. .
o 20millions for ref Power Signal D
Working Life . - wn
(depends on working conditions) | Voltage Range 0~240VAC/N/DC 0~240VAC/N/DC o
Max. Speed 250RPM continously, Insulation Resistance| <500MQ/300VDC | <500MQ2/300VDC (@)
' i i ilver- | AWG26# Silver- t
1000RPM intermittently Lead Wire Spec. AWG26# Silver | Q)
Working Temp. | -30°C~80°C plated teflon wire | plated teflon wire Q
Work Humidity | 0~85% RH Lead Wire Length standard 250mm(can be customized) -
Contact Material | precious metal Insulation Resistance| 500VAC@50Hz,6s -
Housing Material | aluminum alloy Electrical Noise <0.01Q 6
IP Grade IP51 >
SN
X
Color Code of Lead Wire 9|_
Q
-
ring # 1 2 3 4 5 6 7 8 9 10 11 12 <
color BLK BRN RED ORG YEL GRN BLU PUR GRY WHT PINK |LGT BLU —
®)
)
—



3002006 Series Two Passages Rotary Unions’

2 Passage(G1/8" port,6~8mm pipes)+Electrical(Power/Signal)

support G1/8" port for 6~8mm pipes,can transfer various mediums including compressed
air,steam,vacuum,negative pressure,positive pressure,cooling water,hot oil,etc when 360° rotating ,
it also can combine to transmit electrical power and signal.
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3002006-X4S 2 Passage(6~8mm pipe)
+6~56 circuits electrical signal@2A (Suitable for Solenoid valve or Sensor switch Signals)

®Fin

Rotor Side

EFA
Stator Side

(0] Part No. Description
= 3002006 - Power Circuits - Signal Circuits
‘D 2 Passage Rotary Unions
G1/8" port ,6 i
(7)) port .omm ppes For example:
For example: 06S:6 circuits signal@2A
0610:6 circuits@10A 1230:12 circuits@30A 12S:12 circuits signal@2A
W 3002006 (Rotary Union Only) Drawing,2 Passage(6~8mm pipe)
BFN | BT
o Rotor Side | Stator Side
(-(Q 4-M4 DP15 ' = é;aGt%)/rsPort 256
= 4-M4 DP15
® g,
-M4DP8 N
o) j@ = D =
@ ~/
o *
= il
< 8 17
c Rotor Port T
>
(@) .
S Standard Model List
SN
g Model Passages(Gas/Flow) Port Size Pipe Size
E)“ 3002006 2 G1/8" 6~8mm
=
<
—
)
)
~—t

2-G1/8"
Stator Port

4-M4 DP15

s - EFHE

\\,. Rotor Wire! T Stator Wire
v s 2-M4 DP8
| | A IN]
| = WWW%? t 8=

Rotor Port

72+L

Standard Model List

Model Passages(Gas/Flow) Port Size Pipe Size Signal Circuits(2A) Length L(mm)
3002006-06 2 G1/8" 6~8mm 6 14
3002006-12 2 G1/8" 6~8mm 12 21

3002006-24S 2 G1/8" 6~8mm 24 35
3002006-36S 2 G1/8" 6~8mm 36 52.3
3002006-56S 2 G1/8" 6~8mm 56 82




3002006-X3AXA4S 2 Passage(6~8mm pipe)+electrical power/signal(5A, 10A option)

¥Fin
Rotor Side

EFH
Stator Side

2-G1/8"

w
(=
(=
N
(=
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o
2

4-M4 DP15 Stator Port
BFH% EF Lk
Rotor Wire Stator Wi
2-M4 DP8
77777777777777 T 3 / 9°)
% 777777777777777 b — = :.
,iﬂ (7))
Il
.8 |
Rotor Port
72+L
00
: o
Standard Model List
W
D
o 5 . o Circuits Length L(mm) -,
Mode assages Port Size ipe Size Power(10A) | Signal(2A) eng mm 8
3002006-06S 2 G1/8" 6~8mm 0 6 38
3002006-0610 2 G1/8" 6~8mm 6 0 38 g
3002006-12S 2 G1/8" 6~8mm 0 12 55 —+
3002006-0610-06S 2 G1/8" 6~8mm 6 6 55 2
3002006-1210 2 G1/8" 6~8mm 12 0 55 <
3002006-0610-12S 2 G1/8" 6~8mm 6 12 71.5 C
3002006-1210-06S 2 G1/8" 6~8mm 12 6 71.5 )
3002006-18S 2 G1/8" 6~8mm 0 18 71.5 o
3002006-1810 2 G1/8" 6~8mm 18 0 71.5 )
3002006-0610-18S 2 G1/8" 6~8mm 6 18 88.5 ;\U
3002006-24S 2 G1/8" 6~8mm 0 24 88.5 @)
3002006-30S 2 G1/8" 6~8mm 0 30 106 S)"
3002006-36S 2 G1/8" 6~8mm 0 36 125 —_
<
Technical Specification 5
Rotary Union Specification 3
Passages 2 Passage Max. Pressure 1Mpa, Vacuum -1.5kPa
Pipe size 6~8mm Pipe(G1/8") torque <0.2N.m
Mechanicall parameters Electrical parameters
Spec. Data Data
be Spec.
o 20millions for ref Power Signal
Working Life . -
(depends on working conditions) | Voltage Range 0~440VAC/NVDC 0~440VAC/VDC
Max. Speed 250RPM continously, Insulation Resistance| <500MQ/300VDC | <500MQ2/300VDC
1000RPM intermittently . AWG17# Silver- AWG22# Silver-
Lead Wire Spec. .
Working Temp. | -30°C~80°C plated teflon wire | plated teflon wire
Work Humidity | 0~85% RH Lead Wire Length standard 250mm(can be customized)
Contact Material | precious metal Insulation Resistance | 500VAC@50Hz,6s
Housing Material | aluminum alloy Electrical Noise <0.01Q
IP Grade IP51




3302006 Series Two Passage Hollow Shaft Rotary Union
(with center hole 30mm) H

2 Passage(G1/8" port,6~8mm pipes)+Electrical(Power/Signal)
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support G1/8" port for 6~8mm pipes,can transfer various mediums including compressed

air,steam,vacuum,negative pressure,positive pressure,cooling water,hot oil,etc when 360° rotating , it also can

combine to transmit electrical power and signal.

Part No. Description

S9llI9

3302006 - Power Circuits - Signal Circuits

2 Passage Rotary Unions
G1/8"” port ,6mm pipes

For example:
06S:6 circuits signal@2A
12S:12 circuits signal@2A

For example:

0610:6 circuits@10A 1230:12 circuits@30A

3302006 (Rotary Union Only) Drawing,2 Passage(6~8mm pipe)

%L | EFL
Rotor Side | Stator Side
2-G1/8"
Air outlet 4-M6 DP 12
O =N
o A
< o |
/ é’] \\\
0
‘ /
\ ‘ /
P
4-M6 DP 12
30
50
82

Standard Model List

Model Passages(Gas/Flow) Port Size Pipe Size

wuiof Aieyoy/uoiun Aiejoy ssuss Q¢
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3302006 2 G1/8" 6~8mm

3302006-X3AXA4S 2 Passage(6~8mm pipe)+electrical power/signal(5A, 10A option)

BTN | BFL
Rotor Side | Stator Side
2-G1/8" 2-G1/8" EF L
%Air outlet Air inlet Rotor Wire
T ” T . H
S i A LR %%
ﬁ ‘ @\ Rotor Wire
00| 284
<t o |
) \ =
(V \ g 2-M6DP8 _ o
B R BS e o -
\ | / :
Iy o =
Fi2 i I —=
4-M6 DP 12 8.5
30 18 10
50
82




Standard Model List
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Model Passages Port Size Pipe Size Power(10,§)erU|tSSignal(2A) Length L(mm)
3302006-06S 2 G1/8" 6~8mm 0 6 48
3302006-0610 2 G1/8" 6~8mm 6 0 48
3302006-12S 2 G1/8" 6~8mm 0 12 72
3302006-0610-06S 2 G1/8" 6~8mm 6 6 72 g
3302006-1210 2 G1/8" 6~8mm 12 0 72 —
3302006-0610-12S 2 G1/8" 6~8mm 6 12 96 m
3302006-1210-06S 2 G1/8" 6~8mm 12 6 96 m
3302006-18S 2 G1/8" 6~8mm 0 18 96
3302006-1810 2 G1/8" 6~8mm 18 0 96
3302006-0610-18S 2 G1/8" 6~8mm 6 18 120
3302006-24S 2 G1/8" 6~8mm 0 24 120 w
3302006-2410 2 G1/8" 6~8mm 24 0 120 o
3302006-36S 2 G1/8" 6~8mm 0 36 168 wn
3302006-1210-24S 2 G1/8" 6~8mm 12 24 168 D
3302006-3610 2 G1/8" 6~8mm 36 0 168 -
3302006-48S 2 G1/8" 6~8mm 0 48 216 8
3302006-1210-36S 2 G1/8" 6~8mm 12 36 216
3302006-4810 2 G1/8" 6~8mm 48 0 216 g
3302006-60S 2 G1/8" 6~8mm 0 60 264 —+
3302006-1210-48S 2 G1/8" 6~8mm 12 48 264 2
3302006-72S 2 G1/8" 6~8mm 0 72 312 <
3302006-2410-48S 2 G1/8" 6~8mm 24 48 312 C
3302006-84S 2 G1/8" 6~8mm 0 84 360 >
3302006-2410-605 2 G1/8" 6~8mm 20 60 360 o
3302006-96S 2 G1/8" 6~8mm 0 96 408 >
3302006-108S 2 G1/8" 6~8mm 0 108 456 ;\U
3302006-120S 2 G1/8" 6~8mm 0 120 504 (@)
—
Technical Specification g
<
Rotary Union Specification —
Passages 2 Passage Max. Pressure 1|\/|pa, Vacuum -1.5kPa 9.
Pipe size 6~8mm Pipe(G1/8") torque <0.2N.m 3
Mechanicall parameters Electrical parameters
Spec. Data Spec. Data
. ) 20millions for ref Power Signal
Working Life
(depends on working conditions) | Voltage Range 0~440VAC/NDC 0~440VAC/NVDC
Max. Speed 250RPM continously, Insulation Resistance| <500MQ/300VDC | <500MQ2/300VDC
1000RPM intermittently . AWG17# Silver- AWG22# Silver-
Lead Wire Spec.
Working Temp. | -30°C~80°C plated teflon wire | plated teflon wire
Work Humidity | 0~85% RH Lead Wire Length standard 250mm(can be customized)
Contact Material | precious metal Insulation Resistance| 500VAC@50Hz,6s
Housing Material | aluminum alloy Electrical Noise <0.01Q
IP Grade IP51
Color Code of Lead Wire
ring # 1 2 3 4 5 6 7 8 9 10 11 12

color | BLK BRN RED ORG YEL GRN BLU PUR GRY | WHT | PINK |LGTBLU

Http://www.ytk-group.co.jp
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