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Auto LED Flasher

YD FLLOO3

YD FLLOO4

YD FLLOOS

30.5%x30.5X30.5; 30.5x30.5x39(+16)

30.5x30.5X30.5; 30.5%x30.5x39(+16)

30.5%30.5X30.5; 30.5%x30.5%x39(+16)

YD FLLOO3-12-L-M

YD FLLOO4 -12-L-M

YD FLLOOS-12-L-M

123 123 123

12v 24v 12v 24V 12v 24V
11VDC~15VDC 22VDC~30VDC 11vDC~15vDC 22VDC~30vDC 11vDC~15VvDC 22VvDC~30VDC
13vDC+0.2vDC 26VDC+0.4vDC 13vDC+0.2vDC 26VDC+0.4vDC 13vDC+0.2vVDC 26VDC+0.4vDC

D: cover height 30.5mm;
L:cover height 39mm

D: cover height 30.5mm;
L:cover height 39mm

D: cover height 30.5mm;
L:cover height 39mm

M: Metal ; Nil: No Bracket

M: Metal ; Nil: No Bracket

M: Metal ; Nil: No Bracket

No

No

No

20°C+2°C

20°C+2°C

20°C+2°C

0.1W ~ 150W(0.02A ~ 20A)

0.1W ~ 150W(0.02A ~ 20A)

0.1W ~150W(0.02A ~ 20A)

60~ 120 times per minute

60~120 times per minute

60~ 120 times per minute

30%~70%

30% ~70%

30% ~70%

-40°C ~ +80°C

-40°C~ +80°C

-40°C ~ +80°C

400 working hours

400 working hours

400 working hours
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Classfication

Auto LED Flasher

Type

YD FLLOO6

YD FLLOO7

Qutline Dimensions(mm)
LxWxH

30.5%x30.5X30.5; 30.5%x30.5%39(+16)

28.4x28.4X39

Ordering information:

YD FLLO06-12-L-M

YD FLLOO7 -12-L-M

123 123
Voltage 12v 24V 12v 24V
1 Operating Voltage 11VDC ~15VDC 22VDC ~30VDC 11vDC~15VDC 22VDC ~30VDC

Test Voltage

13vVDC+0.2vDC 26VDC+0.4vDC 13vDC+0.2vDC 26VDC+0.4vDC
D: cover height 30.5mm; o
2 Cover L:cover height 39mm
3 Version M: Metal ; Nil: No Bracket M: Metal
Indicator No No
Test Temperature 20°C+2°C 20°C£2°C

Switch Power

0.1W ~150W(0.02A ~ 20A)

0.1W ~150W(0.02A ~ 20A)

Bulb Failure Warning

Flashing Frequency

60 ~120 times per minute

60 ~ 120 times per minute

Duty Ratio

30% ~70%

30% ~70%

Ambient Temperature

-40°C~ +80°C

-40°C~ +80°C

Life

400 working hours

400 working hours

"Mounting Layout
(Bottom View)(mm)"

84202

B]Eys
e _ !:_L 2D —ZEEV
) o
Wiring diagram {7 T m inssw
(11 111, . 8 .
E-.F:’:';‘g!.;-ﬁ : ) = H
Weight(Approx.) 20g 20g
Cross Reference / /
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Auto LED Flasher

YD FLLOO8

YD FLLOO9

YD FLLO1O

©

30.5%30.5X30.5; 30.5%30.5x39(+16) 40x30X26.7 30.5x30.5%30.5; 30.5%30.5%39(+16)
YD FLLOO8-12-L-M YD FLLO09-12-L-M YD FLLO10-12-L-M
123 123 123
12v 24V 12v 24V 12v 24V
22VDC~30VDC 11VDC ~15VDC 22VDC~30VDC

11vDC~15VDC 22VDC~30VDC

11vDC ~15VDC

13vDC+0.2vDC

26VDC+0.4VDC

13VDC+0.2vDC

26VDC+0.4vDC

13vDC+0.2vDC

26VDC+0.4vDC

D: cover height 30.5mm;
L:cover height 39mm

D: cover height 30.5mm;
L:cover height 39mm

M: Metal ; Nil: No Bracket

0.1W ~ 150W(0.02A ~ 20A)

M: Metal ; Nil: No Bracket —
Yes No No
20°C+2°C 20°C+2°C 20°C+2°C
0.1W ~150W(0.02A ~ 20A)

0.1W ~150W(0.02A ~ 20A)

60 ~120 times per minute

60 ~ 120 times per minute

60~120 times per minute
30%~70% 30%~70% 30% ~70%
-40°C ~ +80°C -40°C ~ +80°C -40°C ~ +80°C
400 working hours

400 working hours

400 working hours

;203

01 ®Wad

[ -evee
——o

30g
/ / /
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Classfication

Auto LED Flasher

Type

YD FLLO48

YD FLLO52

Qutline Dimensions(mm)
LxWxH

B .

g

28.4x28.4X39

28.4x28.4X39

Ordering information:

YD FLLO48 -12-M

YD FLLO52-12-M

1 3 1 3
Voltage 12v 24V 12v 24V
1 Operating Voltage 11VDC ~15VDC 22VDC ~30VDC 11vDC~15VDC 22VDC ~30VDC

Test Voltage

13vVDC+0.2vDC 26VDC+0.4vDC

13vDC+0.2vDC 26VDC+0.4vDC

2 Cover —_— —_—
3 Version M: Metal M: Metal
Indicator Yes No
Test Temperature 20°C+2°C 20°C£2°C

Switch Power

0.1W ~150W(0.02A ~ 20A)

0.1W ~150W(0.02A ~ 20A)

Bulb Failure Warning

Flashing Frequency

60 ~120 times per minute

60 ~ 120 times per minute

Duty Ratio

30% ~70%

30% ~70%

Ambient Temperature

-40°C~ +80°C

-40°C~ +80°C

Life

400 working hours

400 working hours

"Mounting Layout
(Bottom View)(mm)"

= Il
1

YD Fuoss

W03

284203

RTET.

Wiring diagram

Pilot

Weight(Approx.)
Cross Reference / /
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A0 =

Auto LED Flasher

YD FLLO54

YD FLLO55

YD FLLOS56

[

28.4x28.4X39

30.5%30.5X30.5; 30.5%x30.5x39(+16)

30.5x30.5%30.5; 30.5%30.5%39(+16)

YD FLLO54-12-M
1 3

YD FLLO55-12-L-M

YD FLLOS6-12-L-M

123 123

12v 24V 12v 24V 12v 24V
11vDC~15VDC 22VDC~30VDC 11vDC ~15VDC 22VDC ~30vDC 11VDC~15VDC 22VDC~30vDC
13vDC+0.2vDC 26VDC+0.4VDC 13VDC+0.2vDC 26VDC+0.4vDC 13vDC+0.2vDC 26VDC+0.4vDC

D: cover height 30.5mm;
L:cover height 39mm

D: cover height 30.5mm;
L:cover height 39mm

M: Metal M: Metal ; Nil: No Bracket M: Metal ; Nil: No Bracket
Yes Yes Yes
20°C+2°C 20°C+2°C 20°C+2°C

0.1W ~ 150W(0.02A ~ 20A)

0.1W ~150W(0.02A ~ 20A)

0.1W ~150W(0.02A ~ 20A)

60~120 times per minute

60 ~120 times per minute

60 ~ 120 times per minute

30% ~70%

30% ~70%

30% ~70%

-40°C~ +80°C

-40°C~ +80°C

-40°C~ +80°C

400 working hours

400 working hours

400 working hours

164205
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Classfication

Auto LED Flasher

Type

YD FLLO11

YD FLLO50

Outline Dimensions(mm)

LxWxH

30.5%x30.5X30.5; 30.5x30.5x39(+16)

28x28x25(+16)

Ordering information:

YD FLLO11-12-L-M

YD FLLOS0-12-M

12 3 1 3
Voltage 12V 24V 12V 24V
1 Operating Voltage 11vDC~15VDC 22vDC~30vVDC 11VDC~15VDC 22VDC~30vDC
Test Voltage 13vDC+0.2vVDC 26VDC+0.4vDC 13vDC+0.2vDC 26VDC+0.4vDC
5 ¢ D: cover height 30.5mm; L
over L:cover height 39mm
3 Version M: Metal ; Nil: No Bracket —_—
Indicator No No
Test Temperature 20°C+2°C 20°C+2°C

Switch Power

0.1W ~ 150W(0.02A ~ 20A)

0.1W ~ 150W(0.02A ~ 20A)

Bulb Failure Warning

Flashing Frequency

60~ 120 times per minute

60~120 times per minute

Duty Ratio

30%~70%

30% ~70%

Ambient Temperature

-40°C ~ +80°C

-40°C~ +80°C

Life

400 working hours

400 working hours

"Mounting Layout
(Bottom View)(mm)"

84202
r—t
T

+ -3
L g

JHE
HER N
2 ¥

-
Wiring diagram =N o | e
@ @®iw @ s ] L4 + E® ® of
Weight(Approx.) 30g 329
Cross Reference / /
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Auto LED Flasher

YD FLL55F

YD FLL303

YD FLL305

FLASHER
FORLED

e

"]

2]

30.5x30.5X30.5; 30.5%x30.5x39(+16)

30.5%30.5X30.5; 30.5%x30.5%x39(+16)

34x25x37
YD FLLS5F-12-M YD FLL303-12-L-M YD FLL305-12-L-M
1 3 123 123
12v 24v 12v 24V 12v 24V

11VDC~15VDC

22VDC~30VDC

11vDC~15vDC

22VDC~30vDC

11vDC~15VvDC 22VvDC~30VDC

13vDC+0.2vDC

26VDC+0.4vDC

13vDC+0.2vDC

26VDC+0.4vDC

13vDC+0.2vVDC 26VDC+0.4vDC

D: cover height 30.5mm;
L:cover height 39mm

D: cover height 30.5mm;
L:cover height 39mm

M: Metal ; Nil: No Bracket

M: Metal M: Metal ; Nil: No Bracket
No No No
20°C+2°C 20°C+2°C 20°C+2°C

0.1W ~ 150W(0.02A ~ 20A)

0.1W ~ 150W(0.02A ~ 20A)

0.1W ~150W(0.02A ~ 20A)

60~ 120 times per minute

60~120 times per minute

60~ 120 times per minute

30%~70%

30% ~70%

30% ~70%

-40°C ~ +80°C

-40°C~ +80°C

-40°C ~ +80°C

400 working hours

400 working hours

400 working hours

| i o
| b

14

+12VDC

F
T T
#SS‘.;-' TS SW
viw ®®%;U
20g 20g
/ / /
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Classfication

Auto Adjustable LED Flasher

Type

YD FLL301KT

YD FLL302KT

Qutline Dimensions(mm)
LxWxH

g (s

30.5%x30.5X30.5; 30.5x30.5x39(+16)

30.5%30.5X30.5; 30.5%30.5x39(+16)

Ordering information:

YD FLL301KT -12-L-M

YD FLL302KT-12-L-M

123 123

Voltage 12v 24V 12v 24V
1 Operating Voltage 11vDC ~15VDC 22VDC~30VDC 11VDC~15VDC 22VDC~30vVDC
Test Voltage 13VDC+0.2vDC 26VDC+0.4vDC 13VDC+£0.2vDC 26VDC+0.4vDC

D: cover height 30.5mm;

2 Cover : D: cover he_.-ight 30.5mm;
L:cover height 39mm L:cover height 39mm

3 Version M: Metal ; Nil: No Bracket M: Metal ; Nil: No Bracket

Indicator No No

Test Temperature 20°C+2°C 20°C+2°C

Switch Power

0.1W ~150W(0.02A ~ 20A)

0.1W ~ 150W(0.02A ~ 20A)

Bulb Failure Warning

Flashing Frequency

KT:40 ~ 200 times per minute

KT:40 ~ 200 times per minute

Duty Ratio

30% ~70%

30% ~70%

Ambient Temperature

-40°C ~ +80°C

-40°C ~ +80°C

Life

400 working hours

400 working hours

"Mounting Layout
(Bottom View)(mm)"

5atn

q LH

+

503

0

YD gy ’ ‘

+12vDC + - mvoe
o, H—
T
Wiring diagram jl-saw
Weight(Approx.) 25g 759
Cross Reference / 7
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A0 =

Auto Adjustable LED Flasher
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Classfication

Auto Flasher

Type

YD FLL306

YD FLL552

Qutline Dimensions(mm)

LxWxH

30.5%30.5X30

©34x27
Ordering information: YD FLL306 - 112 7|2; ';"1 YD FLL552 - 112 ’|2" I;A
Voltage 12v 24V 12v 24V
1 Operating Voltage 11vDC ~15VDC 22VDC~30VDC

11VDC~15VDC 22VDC~30vVDC

Test Voltage

13VDC+0.2vDC 26VDC+0.4vDC

13VDC+£0.2vDC 26VDC+0.4vDC

5 Cover D: cover h§ight 30.5mm; o
L:cover height 39mm
3 Version M: Metal ; Nil: No Bracket M: Metal ; Nil: No Bracket
Indicator No No
Test Temperature 20°C+2°C 20°C+2°C

Switch Power

0.1W ~150W(0.02A ~ 20A)

0.1W ~ 150W(0.02A ~ 20A)

Bulb Failure Warning

Flashing Frequency

60~ 120 times per minute

60~120 times per minute

Duty Ratio

30% ~70%

30% ~70%

Ambient Temperature

-40°C ~ +80°C

-40°C ~ +80°C

Life

400 working hours

400 working hours

"Mounting Layout
(Bottom View)(mm)"

Bakoz

Wiring diagram

+2vDC 'li

Pilct

Weight(Approx.) 209 159
Cross Reference / /
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A0 =

Auto Flasher

YD FLOOS

YD FLO10

YDFLO12 | YDFLO12F

30.5x30.5X30.5; 30.5x30.5x39(+16)

30.5x30.5X30.5; 30.5%30.5x39(+16)

30.5%30.5X30.5;30.5% 30.5x 39(FM:with buzzer)

YD FLOO5-12-L-M
123

YD FLO10-12-L-M
123

YD FLO12-12-L-M
123

12v 24v

12v 24V

12v 24V

11vDC~15vDC 22VDC~30VDC

11vVDC~15vDC 22VDC~30VDC

11vDC~15VDC 22VDC~30VDC

13VDC+0.2vDC 26VDC+0.4vVDC

13vDC+0.2vDC 26VDCx0.4vDC

13vDC+£0.2vDC 26VDC+0.4VDC

D: cover height 30.5mm;
L:cover height 39mm

D: cover height 30.5mm;
L:cover height 39mm

D: cover height 30.5mm;
L:cover height 39mm

M: Metal ; Nil: No Bracket

M: Metal ; Nil: No Bracket

M: Metal ; Nil: No Bracket

Yes No No
20°C+2°C 20°C+2°C 20°C+2°C
21IW ~150W 21W ~98W 21W ~98W

>140 times per min

>140 times per min

>140 times per min

60~ 120 times per minute

60~120 times per minute

60~120 times per minute

30% ~70%

30% ~70%

30% ~70%

-40°C ~ +80°C

-40°C ~ +80°C

-40°C ~ +80°C

400 working hours

400 working hours

400 working hours

?JAL::%

f+

05203
18502

05203

HDC

otzeel b, ‘4_

289 [ 30g

28g | 30g

-34-
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Classfication Auto Flasher

Type YD FLO16 YD FLO18

Outline Dimensions(mm)
LxWxH

30.5%30.5X30.5;30.5x 30.5x 39(FM:with buzzer) 27.5%26.5x34

YD FLO16-12-L-M YD FLO18-12 -M

Ordering information:

123 1 3
Voltage 12V 24V 12V 24V
1 Operating Voltage 11VDC~15VDC 22VDC~30VDC 11vDC~15VDC 22VDC~30VDC

Test Voltage

13vDC+0.2vDC

26VDC+0.4vDC

13vDC+0.2vDC

26VDC+0.4vDC

D: cover height 30.5mm;

2 Cover L:cover height 39mm __

3 Version M: Metal ; Nil: No Bracket M: Metal ; Nil: No Bracket
Indicator Yes Yes

Test Temperature 20°C+2°C 20°C+2°C

Switch Power 21W ~ 140W 21W ~150W

Bulb Failure Warning

>140 times per minute

>140 times per minute

Flashing Frequency

60~ 120 times per minute

60~120 times per minute

Duty Ratio 30%~70% 30% ~70%
Ambient Temperature -40°C ~ +80°C -40°C ~ +80°C
Life 400 working hours 400 working hours

05203

"Mounting Layout
(Bottom View)(mm)"

+12VDC
O]

12vDC
ey el i |

o

Wiring diagram

Piat
Piat
I
I
Pilot
Pilot

Weight(Approx.) 25g 25g
Cross Reference / /
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Auto Flasher

YD FLO20

YD FLO22

YD FLO24

30.3x28.3x44(+16)

30.5%30.5X30.5; 30.5%x30.5%x39(+16)

26%26x%26.5
YD FLO20-12-M YD FLO22-12-M YD FLO12-12-L-M
1 3 1 3 123
12V 24V 12V 24V 12v 24V
22VDC ~30VDC

11VDC~15VDC 22VDC~30VDC

11vDC~15vDC 22VDC~30vDC

11vDC~15VvDC

13vDC+0.2vDC 26VDC+0.4vDC

13vDC+0.2vDC 26VDC+0.4vDC

13vDC+0.2vVDC 26VDC+0.4vDC

D: cover height 30.5mm;
L:cover height 39mm

M: Metal ; Nil: No Bracket

Nil: No Bracket

M: Metal ; Nil: No Bracket

No Yes No
20°C+2°C 20°C+2°C 20°C+2°C
21W ~150W 21W ~ 150W 21W ~ 150W

>140 times per min

>140 times per min

>140 times per min

60~ 120 times per minute

60~120 times per minute

60~ 120 times per minute

30%~70%

30% ~70%

30% ~70%

-40°C ~ +80°C

-40°C~ +80°C

-40°C ~ +80°C

400 working hours

400 working hours

400 working hours

305203

et
49

YD FLoze

LT Bl

Pilot
—
Pilat

F 12v0C

20g 30g
/ / /
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Classfication

Auto Flasher

Type

YD FLO26

YD FLO28

LxWxH

Outline Dimensions(mm)

30.5%30.5X30.5; 30.5%30.5x39(+16) 44x32x43
Ordering information: YD FLO26-12-L-M YD FLO28-12
123 1
Voltage 12V 24V 12V 24V
1 Operating Voltage 11VDC~15VDC 22VDC~30VDC 11vDC~15VDC 22VDC~30VDC

Test Voltage

13vDC+0.2vDC 26VDC+0.4vDC

13vDC+0.2vDC 26VDC+0.4vDC

D: cover height 30.5mm;

2 Cover L:cover height 39mm __

3 Version M: Metal ; Nil: No Bracket —_
Indicator Yes No
Test Temperature 20°C+2°C 20°C+2°C
Switch Power 21W ~ 140W 21W ~150W

Bulb Failure Warning

>140 times per minute

>140 times per minute

Flashing Frequency

60~ 120 times per minute

60~120 times per minute

Duty Ratio

30%~70%

30% ~ 70%

Ambient Temperature

-40°C ~ +80°C

-40°C~ +80°C

Life

400 working hours

400 working hours

"Mounting Layout

(Bottom View)(mm)"

i

.

Wiring diagram

12vDC
(LN

Weight(Approx.)

Cross Reference
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A0 =

Auto Flasher

YD FLO30

YD FLO32

YD FLO34

/| i
) -

27.5%x27x34.5

27.5%x27x32

30x30x37

YD FLO30-12
1

YD FLO32-12
1

YD FLO34-12

1

12v 24v

12v 24V

12v

24V

11VDC~15VDC 22VDC~30VDC

11vDC~15vDC

22VDC~30vDC

11vDC~15VvDC

22VvDC~30VDC

13vDC+0.2vDC 26VDC+0.4vDC

13vDC+0.2vDC

26VDC+0.4vDC

13vDC+0.2vVDC

26VDC+0.4vDC

No No
20°C+2°C 20°C+2°C 20°C+2°C
21W ~150W 21W ~ 150W 21W ~ 150W

>140 times per min

>140 times per min

>140 times per min

60~ 120 times per minute

60~120 times per minute

60~ 120 times per minute

30%~70%

30% ~70%

30% ~70%

-40°C ~ +80°C

-40°C~ +80°C

-40°C ~ +80°C

400 working hours

400 working hours

400 working hours

™
84202 1

¥ l+12vDC

1
S SW
0 | o

Pilat
Pilat

21g 30g
/ / /
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Classfication

Auto Flasher

Type

YD FLO36

YD FLO38

Qutline Dimensions(mm)
LxWxH

44x32x43 31.5x30.5%53.5
Voltage 12v 24V 12v 24V
Operating Voltage 11VDC ~15VDC 22VDC ~30VDC 11VDC ~ 15VDC 22VDC~30VDC
Test Voltage 13VvDC+0.2VDC 26VDC+0.4VDC 13vDC+0.2VDC 26VDC+0.4VDC
Test Temperature 20°C+2°C 20°C+2°C
Switch Power 21W ~ 140W 21W ~ 150W

Bulb Failure Warning

>140 times per minute

>140 times per minute

Flashing Frequency

60~ 120 times per minute

60 ~120 times per minute

Duty Ratio

30% ~ 70%

30% ~70%

Ambient Temperature

-40°C ~ +80°C

-40°C~ +80°C

Life

400 working hours

400 working hours

"Mounting Layout
(Bottom View)(mm)

Naxdd.

5
L E

YD Fross

MC-84105
258V 8Scim
MAX.2TW BBULH

305 £0.3

5808 8 xvi Mz

125

JBI—H 18 [j+12vDe
L]
L
Wiring diagram resw
3 3 ] 3
o o o o
Weight(Approx.) 38g 40g
Cross Reference / /
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Auto Flasher

Thermal Flasher

YD FLO40 FL552 2P FL552 3P
i =
30x30x43 ©34x27 D34x27
12v 24V 2v 24V 12v 24V
11VDC~15VDC 22VDC ~30VDC 11VDC~15VDC 22VDC~30VDC 11VDC~15VDC 22VDC~30VDC
13VvDC+0.2VDC 26VDC+0.4VDC 13vDC+0.2VDC 26VDCx0.4VDC 13VDC+0.2VDC 26VDC+0.4VDC
20°C+2°C 20°C+2°C 20°C+2°C
21W ~150W 21W ~ 150W 21W ~ 150W

>140 times per min

>140 times per min

>140 times per min

60~ 120 times per minute

60 ~120 times per minute

60~120 times per minute

30% ~70%

30% ~70%

30% ~70%

-40°C ~ +80°C

-40°C ~ +80°C

-40°C ~ +80°C

400 working hours

400 working hours

400 working hours

proeeey a0

84+02

P

I
E\—— N

YD fss2
FLasHER

FOR LED
120 01W-MAX 150W

27
10.7 #0.3

2-6.3%0.8

84102
7
[ °

LB%
S

YD isse
FLASHER
FORLED

12 0. TWARX 150w

27
10.7 £0.3

2-6.3=0.8

+12VDC

Pilot

’}E‘ S +12VIC

y) 5 = = .8 ]
) e 26 Y o JE QOF
30g 289 [ 30g
/ / /
-40- YTK CO,LTD.

Http://www.ytk-group.co.jp




	页 28
	页 29
	页 30
	页 31
	页 32
	页 33
	页 34
	页 35
	页 36
	页 37
	页 38
	页 39
	页 40
	页 41
	页 42
	页 43
	页 44
	页 45

